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Thank you very much for purchasing this KDK product.
6

“House Dust Catcher” give you clean
and fresh air.
The “House Dust Catcher” completely cleaning dust
from the air near the floor.
“
”
Low power consumption in the “Eco mode” .

About “Sleep Mode Auto Operation”

(P.16)
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WARING

CAUTION

WARING
Do not pull on the power cord when
carrying or storing away the product.

The procuct stops running when moving
the power cord.
(Fire or electric shocks may accur.)

Do not use overloaded wall socket or
wiring equipment, and do not use a
power supply other than specification.

(If the wall socket is overloaded, fire due
to overheating may accur.)

(Toxic gases given off by the detergent may
be harmful to your health.)

Do not let the product get wet.

Disconnect the power plug and wipe it with
a dry cloth. If not using the product for long
period, disconnect the power plug.

Do not disassemble or modify this
product.

(Disassembling or modifying the product may
result in malfunctions or fire.)
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CAUTION
When unplugging the power plug,
grasp the power plug instead of
the power cord.

Do not put the product in the following
places:

Do not be put on the incline and unstable place.
(Causes of falling over and injury.)
Where the temperature or humidity is too high,
or water is present, such as a bathroom.
(The product may leak current and electric
shock or fire may occur.)
Places where oil content is airborne, such as in
kitchens.
(Otherwise, injury may be caused due to cracks.)
Where oil or inflammable gas is present and may
be leaked.
(Otherwise, a fire or smoke may be caused due to
ignition in the product.)
Where have animals or plants.
(The air outlet faces them may cause discomfort to
animals and dry out plant.)

(Otherwise, a fire or electric shock may be
caused due to wire breakage or short
circuit.)

Ventilate the room if using this
product together with a heater.

(Carbon monoxide poisoning may occur.)
This product can’t remove carbon
monoxide.

When carrying this product, stop
operating, hold the left and
right handles.
(If you carry the product only by
holding the louver and front
panel, the product may be
dropped and thus injuries may
be caused.)

Do not clean the product with solvents
such as alcohol or thinner, and avoid
contact with insect sprays.

Do not let volatile substances or
burning items such as cigarette or
incense ger inside the product.

(The product may become cracked and injury may
occur, or the product may short-circuit and cause
electric shock or fire.)

Do not operate this product in places
where indoor fumigation type
insecticides are being used.

(Chemical residue may build up inside the product
and become discharged from the air outlet,
resulting in a health hazard.)
Ventilate the room well after using insecticides
before operating the product.

Do not sit on or lean against this product.

(Otherwise, injuries may be caused or the product
may be damaged.)
Do not allow children to reach the product.

(Fire may occur.)

If the supply cord is damaged, it must be replaced
by the manufacture, its service agent or similarly
qualified persons in order to avoid a hazard.
This product is not intended for use by persons
(including children) with reduced physical, sensory
or mental capabilities, or lack of experiences and
knowledge, unless they have been given
supervision or instruction concerning use of the
product by a person responsible for the safety.
Children should be supervised to ensure that they
do not play with the product.

Setting and operating requirements
Do not put the product in the following places:
Where the product will be exposed to direct sunlight
or direct blowing of air conditioner.

Do not place any object on the product.
(Otherwise, an operation error or malfunction
may be caused.)

If the product is used in the same place
for a long period.

Using it continuously at the same location may
result in the walls or the floor surrounding the
product to become dirty. We recommend that
you move the product away from where it is
placed for maintenance.

It would be effective if placed here!
Since pollen or dust is likely to float in the air near the floor,
we recommend you put the product on the flat floor in the room.

To prevent the air inlet or the air outlet from being blocked, install the equipment with its left, right
and the top about 30 cm or more away from walls, furniture or curtains etc. To ensure efficient use
of this product, keep its back at least 1 cm away from the wall.
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Parts identification and function

“

“

Eco

Eco

Eco mode button/indicator

”

” indicator

Parts identification and function

The sensitivity of the sensor is adjustable. (P.18 Q3)

When the dirt sensor detects a lot of dust,
the clean sign indication will blink red.

“
“

” indicator
” can be closed.
Eco

Eco

(The “
” indicator turns off)
To restart the “
” function, press and
hold the buttons again for about 3 seconds.
(The “

” indicator lights up)

After you go to bed, it will become dark in the
room, and the product enters the “Sleep Mode
Auto Operation” mode. (P.16)
(When the air volume is set to “Hi”, “Med” and “Lo”
the air volume keeps unchanged)
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Preparation

ZXLP55H

Turn up

ZXLD55H

Be sure to read P.4 to 6 before
installation.

Preparation

Install the filters (two types) and front panel.
Toggle the filter hook
downwards, and secure the filter.

Turn
down

Fit the clutch into the indentation
(2 places) of the product.

With the black side (front side)
towards you and the label side
up, fit it into the concave part
of the body.

9

Push in the protrusion into the
holes (2 places) of the product
and press properly.

Concave part of the body.

Be sure to install the front panel
before use.
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Operating methods
Select Air Volume Eco mode

Select Air Volume
Start the product.

Operation with air volume between “Hi” and
“Lo”.

To operate in the Eco mode
Eco

Press the

Eco

button, and the product will enters the Eco mode.

Eco
Eco

Combining the “detection mode” and “study mode”, the Eco mode
enables power saving. The air volume is controlled automatically. (P.17)
product

Operating methods

Eco mode can not be entered in the “Spot Air.” mode.

Timer

The operation indicators at the top dims, and the product starts operation at
a low speed.

Child Lock
operated.

the product will beep twice, and cannot be

Please stop operating the product immediately if it was shaken.
(The product will restore to the normal status after it restarts.)
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Care and maintenance
Be sure to disconnect the power
plug before cleaning the product.

10-11

etc.
10-11

Lens(top left)

Dry cotton
swab

Body

Disconnect the power plug.
(The product still consumes power even at rest.)
10-11

Maintain it as usual.
Cover them with a poly bag, and keep them in a dry
place. (If you overturn them or keep them flat,
malfunction may be caused.)

Care and maintenance
Replacement period
Composite air filter When the filter exchange indicator
lights up (Once every 10 years or so)
Deodorizing filter

Conditions
The indication for replacement of filter is when six
cigarettes have been smoked daily. (Janpan Electrical
Manufacturer’s Association JEM1467)

Filter replacement period may be greatly shortened, depending on the using environment and
method. (For example, in household where smoking is frequent.)
Please replace it when ineffective.

After replacement, press and hold
and
for 3 seconds until the filter exchange indicator
turns off when the reset is complete. Then, fill in the date installed on the label and stick on the back
of the body.

Please dispose the used filter as inflammab garbage.

Do not operate the product when the composite air filter is removed.
(Dust will be inhaled into product inner parts, and causes the product breakdown.
The composite air filter can not function while it is removed.)
Do not operate the product when the deodorizing filter is removed.
(The deodorizing filter can not function while it is removed.)
When cleaning, do not leave the removed parts unattended.
(Parts left unattended may be cause of tripping or they may be damaged.)

Generating environment
“
” is generated using the air in the air in the room and hence, depending on the temperature and
humidity, there can be incidences whereby “
” is not stably generated.
Conditions for generations
Room temperature: About 5

-35

(dew-point temperature: more than 2

)

Relative humidity: About 30% to 85%

Small amount of ozone will be generated
When “
” is generated, small amount of ozone will be released. However, the quantity will be like
the usual lever in forest or natural environment, and not harmful to human beings.
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Detects the indoor brightness by the light sensor, and automatically adjusts the brightness of control
panel indicators and the clean sign indicator and the air volume.
The brightness of indicator in the “Sleep Mode Auto
Operation” can be changed.

Indicator

Eco

Eco

Clean sign

Clean sign
No Sleep Mode Auto
Sleep Mode Auto 2

Clean sign

Sleep Mode Auto 1

(The default setting is “Sleep Mode Auto 1” when the product is used for the first time)

The sensor can detect the dirtiness of the air, and then indicate the dirtness through Clean Sign.
The product can optimize the air volume automatically in automatic operation according to the type of dirt.

The sensor’s operation may vary depending on the indoor airflow condition if a heater is placed near the product in
a room.

The louver and front panel move to the best position according to the type and
degree of dirt, and thus the product will operate.

Odor or smog and house
dust are detected

Eco mode operation
Eco mode refers to the automatic operation by combining the “patrol mode” in which the product checks the dirt in the
air in the room every hour withe the “learning mode” in which the product can forecast the dirt generation by mastering
the generation time of dirt every day. It saves power by stopping operation automatically when the air is clean. Meanwhile,
the product will operate in advance to eliminate the dirt effectively before spreading, thus reducing the operation time.

The product will stop operating automatically after the air is cleaned. After the operation is paused for 50 min,
the product will operate for 10 min with Air volume set to “Med” in the patrol mode.

While the operation is paused and in the patrol mode, if the dirt is detected,
the product will operate with the air volume corresponding to the dirtiness.

Records the time and dirtiness of air dirt during operating, and takes the preventive operation within 5 min
before the recorded dirt is generated.
(Although the records are updated every day, the previous records will be lost once the power plug is disconnected.)
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Please confirm the following before you put questions forward or send the product for repair.

There is a slight sound when “
” is taking
place. Depending on the usage environment and
operation mode, the sound may seem to be loud
or inaudible but these are not abnormalities.

(P.16)

To change the sensitivity of the sensor
(The default setting is “Med” when the product
is used for the first time or its power plug is
removed and re-inserted.)
Stop operating the product, and press and hold
the
and
buttons at the same
Eco
time.
(The Air volume indicators will light up in turn)

Eco

Possible situation
The indicator may illuminate red when the product is subject to steam in the
bathroom or vapor emitting from sprayers.
(P.14)
Under the settings of “Auto”, the product will also operate in the “Lo” mode
even if the air in the room is clean.
Is the product placed where the dirty air is difficult to be cleared or is the
room size too large for the product? (P.6, Back cover)
(P.14)
(P.14)

Possible situation
(P.14)
Are the body, the front panel and the filter dirty?
(P.14)

The odor from the
product is unpleasant

Has the product ever been used in a room with strong odor?

The product sounds

Product is breakdown.
Please disconnect the power plug, and send the product to the dealer
for repair.
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Specifications/Optional accessories

RXL55H

0.3W
1
2 Floor area capacity based on JEM 1467, under the condition of Hi speed. (Japan electric manufacture’s association)

Note: This product is not designed to eliminate hazardous substances such as carbon monoxide in the cigarette smoke.

RXL55H

ZXLP55H

ZXLD55H

Product is breakdown.
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